LED POST TOP LlGHT Revised: 8.26.2019

- FEATURES: LISTING:
- * Prism shaped anti-UV polycarbonate transparent * cETLus listed.

diffuser. « DLC listed.
* Die cast aluminum housing. « LM79, LM80 available.
« Die cast aluminum sleeve, suitable for « 5 years warranty.
2-3/8” (60mm) or 3” (76mm) Dia. polehell. « Suitable for wet location.
(3" pole is std.)
« Light fixture structure is without and hazardous
material.
* LPT-6: 14.77Ibs (6.7kg) —
« LPT-6L: 17.64 (8kg) 22'1(’5150)["3'
* EPA: 0.8925 sqft L .
} -1
LED: _
_oom
*  Color Temperature: 3000/4000/5000 (K)
*« CRI:>70 { )
* 120° distribution.
« LED Module: High efficiency up to 99 Im/W.
» Service life: Greater than 50,000 hours(L, ) 26-3/16"
AN minimizing m.ain.tenance f.requency. (665)
i 6 *  Proprietary binning for uniform color.
Q@/ LOC/E’I-(I;N
ELECTRICAL:
APPLICATION * Ambient Operating Temperature:
LED decorative lights provide high light efficiency, -4°F (-20°C) ~ 113°F (45°C). . 2-3/8°(60)
various optional light distributions. Replace metal +  Power Factor: >0.95 et or 3°(76) Dia.
halide and high pressure sodium lamp for energy * Input Voltage: 120V-277V, 50/60Hz (3” pole is std.)
saving with a driver inside. It is designed to work « All di . o -
) 2 ) 9 imensions are in inches (millimeters).
in building perimeter areas and public spaces
completing a wide variety of architectural styles.

CONFIGURATIONS

Input Watts Lumen Output -90 0 90
30w 2970 Im
40w 3800 Im
LPT-6
45W 4275 Im
60W 5580 Im
7ow 6930 Im
LPT-6L 100w 9900 Im 120°
120w 11880 Im
LPT-6 LPT-6L
ORDERING INFORMATION EXAMPLE: LPT-6-30LED-30K-UNV-BK
MODEL LED COLOR TEMP. VOLTAGE FINISH MOUNTING
LPT-6 30LED | 30W -30K | 3000K UNV | 120-277V (Std.) BZ | Bronze (RAL#8019) (Std.) (Blank) | 3" Pole
40LED | 40W? -40K | 4000K HV | 347-480V CC | Custom Color P2 | 2-3/8" Pole !
45LED | 45W -50K | 5000K bl custom cdlor (RAL)
* Available custom color
60LED | 60W Please provide us with the RAL number.
LPT-6L 70LED | 70W * Non-standard finish with extra charge.
100LED | 100W
120LED | 120W
CONTROL SHIPPING OPTION OPTIONS
& RC7
(Blank) | None (Blank) | Unassembled BG | Bird Guard, Stainless Steel Spikes
DM | 1-10V?2 AS | Assembled EM | EM Battery Backup
PC3 | With Photocell - * Due to product's characteristic, RC7 | NEMA7-wire receptacle only (no controls)
Button Type 120/277V wer i and offer ur
M/D | Motion/Daylight Sensor shipping as standard for damage
(Hil Low/ Off) prevention.
NOTES:
1. Longer lead time, please contact us for more information.
2. Only available with 40W or higher wattage options.
3. Only available with DM option.
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LED POST TOP LIGHT

LPT-6

LPT-6-30LED
Illuminance at a Distance
Center Beam fc Beam Width
17R 0.81 fc 1.2 ft 23R
33f 0.22 fc 23 4.4 ft
S0 0.09 fc 3.5 6.7 ft
67 0.05 fc 4.6 ft 9.0 ft
a3f 0.03 fc 57t 11.1ft
10.0R 0.02 fc 6.9 ft 13.4 ft

M vert, Spread: 38.1°
M Horiz, Spread: 67.7°

LPT-6L-70LED

Illuminance at a Distance

Center Beam fc Biearn Width
17R 5.96 fc 1.2 ft 3.5
33 1.58 fc 2.4t 6.8 ft
< oft 0.69 fc 3.6t 10.2 ft
7R 0.38 fc 4.8 ft 13.7ft
a3h 0.25 fc 59t 17.0 It
10,07 0.17 fc 7.2t 205 ft

W ert, Spread: 39.4°
M Horiz, Spread: 91.4°

LEDGEEKS

Default Sensor Setting
Detection Sensitivity 100%
Hold Time 90s

Day Light Sensor Disable or 50lux

Stand by Time 10min
Stand by Dimming Level 10%
LPT-6-45LED
Illuminance at a Distance
Center Beamn fo Biearn Width
178 1.19fc 1.2 ft 23R
33f 0.32 fc 23 4.4 ft
S0 0.14 fc 3.5 6.7 ft
67R 0.08 fc 4.6 ft 9.0 ft
o3f 0.05 fc 57 11.1ft
10.0R 0.03 fc 6.9 ft 13.4 ft

M Vert, Spread: 38.1°
M Horiz, Spread: 67.7°

LPT-6L-100LED

Illuminance at a Distance

Center Bearn fo Beam Width
17R 8.97 fc 1.2 ft 3.5
33 2.38 fc 2.4 ft 6.8 ft
c oRt 1.04 fc 3.6 ft 10.2 ft
67R 0.58 fc 4.8 ft 13.7 1t
23R 0.38 fc 59t 17.0 It
10,07 0.26 fc 7.2t 20.5 1t

W vert, Spread: 39.4°
M Horiz, Spread: 91.4°

LPT-6-60LED
Illuminance at a Distance
Center Beam fc Beam Width
17R 1.53 fc 1.2 ft 23R
33ft 0.41 fc 23R 4.4 ft
S .0ft 0.18 fc 3.5t 6.7 ft
67f 0.10 fc 4.6 ft 9.0 ft
83ft 0.06 fc 5.7t 11.1ft
10.0f 0.04 Fc 6.9 ft 13.4 ft

M Vert, Spread: 38.1°
M Horiz, Spread: 67.7°

LPT-6L-120LED

Illuminance at a Distance

Center Beam fc Biearn Width
17R 10.9 fc 1.2 ft 3.5
33 2.90 fc 2.4t 6.8 It
c 0t 1.27 fc 36t 10.2 ft
7R 0.70 fc 4.8 ft 13.7 1t
a3f 0.46 fc 59t 17.0ft
10,0 0.32 fc 7.2t 20.5 ft

M vert, Spread: 39.4°
M Horiz, Spread: 91.4°



